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Model

118 i

Enclosure Design

Bass reflex

Frequency Response

38,5 ~ 102Hz -3dB

Efficiency

97,3dB 1W/1M

Power / imp.

600W AES / 8ohm

Components Kast: Berken multiplex 15mm / baffle 18mm Netto inhoud: 214ltr

Ontwerp: van den Hoogen's Servicebedrijf / Boi van den Hoogen / www.soundshopschylge.nl / 23-12-2013
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Highpass 35Hz Lowpass 100Hz 8ste order / EQ 40Hz/Q=3/G=+1,0dB 65Hz/Q=1/G=-0,5dB
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Faital Pro 18FH500 30-3100Hz  600w AES 8 ohm
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18Sound ND9300 28-2500Hz  1000w AES 8 ohm

Highpass 35Hz Lowpass 100Hz 8ste order / EQ 45Hz/Q=3/G=-0,5dB 70Hz/Q=1/G=+1,0dB

97,3dB 1W/1M 38,5 ~ 102Hz -3dB

SL SP-18/600FH 30-3100Hz  600w AES 8 ohm 38,5 ~ 102Hz -3dB 97,5dB 1W/1M

Highpass 35Hz Lowpass 100Hz 8ste order / EQ 40Hz/Q=3/G=+1,5dB 60Hz/Q=1/G=-0,5dB

15cm
1

5
cm

1
5
cm

47cm

20cm

14,5cm


	118 i subkast.vsd
	Page-1


